Section 644

SECTION 644
SERVICES TO BE FURNISHED BY THE CONTRACTOR
Special Provisions

644-2.05 VEHICLES.  Add the following:
Utility Vehicle (UTV). 
Model Year
Three or less model years old

Good Condition

Body:
All original parts, straight, no rust, broken plastic or fiberglass, minor dings, chips, working head and tail lights

Frame:
Original factory condition, (Includes roll cage and bumpers)

Mechanical & Elec
Condition would not preclude manufacture warranty coverage

(actual warranty coverage is not required)

Tires/Rims
All purpose tires, less than 1/3 tread wear, straight rims

Seating
Side-by-side, buckets or bench, 2 person seating

Engine & Electrical

Type

4-cycle gas, liquid cooled, electronic fuel injection
Displacement
450 cc minimum, 20 hp minimum

Fuel Capacity
6 gallons, minimum

Ignition Type
Solid state 12V – electronic, keyed

Drive System

4WD
On-demand true four-wheel drive system

Front/Rear Differential
Auto-locking, 4 wheel shaft drive 

Transmission
Automatic, dual range forward/reverse

Transaxle
Two speed

Brakes
Front/rear hydraulic disk

Park Brake
Mechanical, hand operated

Suspension

Front
Independent with Struts

Rear
Independent with coil over shock

Occupant Protective Sys (OPS)
Tubular overhead structure, passenger grab handles

Seat Belts
3-point seat belts

Certification
ROPS standards (Rollover Protective Structure)

All Weather Cab
Enclosed with hard top, storage glove box

Sound Rating@ Op Ear
87-90 dB

Tires
Dia. 25x, 14 psi max (fully loaded), all purpose

Wheelbase/Tread Centers
1.75 maximum, 12 inch min ground clearance

Towing Capacity
1300 lb, include hitch, ball mount and ball

Payload Capacity
1400 lbs

Cargo Box
Steel, 43L x 46W x 9D, 10 cu ft, 400 lb min, hinged tailgate,

cargo restraint system

Safety Lights
Safety Lights
Vertically extended operable rotating amber beacon or

strobe light.  SAE Spec. Class 1 or 2, J845 – 360( Rotating Lights or J1318 Flashing Strobe Lights.  Mount beacon to be visible at eye level at all times inside a 60 ft radius about the equipment, day or night.


Manufacturers:
Whelen Engineering Company,
Public Safety Equipment (PSE),


Federal Signal,
Or Approved Equal

UTV(s) meeting these specifications include, but are not limited to:

Polaris
Ranger 4x4
Kawasaki
Mule 4010 4x4

Honda
Big Red
John Deere
Gator HPX 4x4, or

Yamaha
Rhino 700
Approved Equal
Typical vehicle requirements including but not limited to: fuel, preventative maintenance, maintenance, and insurance apply to the UTV.

Submittal:  Submit the UTV vehicle and accessory specifications including photos of the UTV to the Engineer and receive approval prior to providing the vehicle for use.

644‑4.01 METHOD OF MEASUREMENT. Delete the third paragraph and substitute the following: 

Vehicle (UTV). For each vehicle provided. If a replacement vehicle is necessary, no additional measurement will be made. 

644-5.01 BASIS OF PAYMENT. Add the following:
Pay Item 644(9) Vehicle (UTV):

1.
A percentage of the Contract unit price, to be determined by the Engineer, will be paid as full compensation for furnishing the vehicle at the site.

2.
The balance of the Contract unit price will be prorated over the anticipated active construction period with a portion included as part of each interim payment, for maintenance, repairs, and fuel and, at the end of the project, for removing it from the site.  If anticipated construction period changes, the final increment will be held until final payment. 

Payment will be made under:

Pay Item No.
Pay Item
Pay Unit

644(9B)
Vehicle (UTV)
Each
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