Section 702

SECTION 702
ASPHALT MATERIALS
Special Provision

702-2.01 ASPHALT BINDER. Add the following: 

Meet AASHTO M 320 Performance-Graded Asphalt Binder and AASHTO M332 Performance-Graded Asphalt Binder Using MSCR Test Specification; except, as included in Table 702-2.01-1 Performance-Graded Asphalt Binder – Exceptions.

TABLE 702-2.01-1

PERFORMANCE-GRADED ASPHALT BINDER - EXCEPTIONS

	Performance

Grade
	Viscosity

AASHTO 

T 316
	Multiple Stress Creep Recovery

MSCR,

AASHTO T 350
	Dynamic Shear PAV, 

AASHTO T 315
	Direct Tension AASHTO

T 314
	Elastic Recovery AASHTO

T 301

	
	
	JNR3.2 kPa-1
	JNR Diff
	% Recovery3.2
	G*Sinδ, kPa
	
	

	AASHTO M320 Performance-Graded Asphalt Binder

	PG 52-28
	None
	—
	—
	—
	None
	Delete
	None

	PG 52-40
	None
	—
	—
	—
	None
	Delete
	None

	PG 52-40 ER
	None
	—
	—
	—
	None
	Delete
	50% min.

	PG 58-34 ER
	None
	—
	—
	—
	None
	Delete
	60% min.

	PG 64-40 ER
	None
	—
	—
	—
	None
	Delete
	60% min.

	AASHTO M332 Performance-Graded Asphalt Binder Using MSCR Test Specification

	PG52-40 V
	None
	0.50 max.
	Delete
	75 min.
	None
	Delete
	None

	PG58-34 E
	None
	0.25 max.
	Delete
	85 min.
	None
	Delete
	None

	PG 64-40 E
	1 Pa(s max.
	0.10 max.
	Delete
	95 min.
	5000 max. @ 4°C
	Delete
	None


CR702.3-100118R

702-2.03 EMULSIFIED ASPHALT.
2.
Special Tack Emulsion, STE-1.

TESTS ON RESIDUE
Replace the first line: 
Penetration @ 77 °F
100-200,

with:
Penetration @ 77 °F
100-250

CR702.2-060115R1

Sect 702: CR702.3


Related Sect/Sp:  306/CR306, 401/CR401, 408/CR408





CR702.3. Include all projects with binders as listed in the tables below.





CR702.2. Include all projects with asphalt.








1Name

Project No.:  
1
ALASKA 2017
2Name

Project No.:  

2
ALASKA 2017

