

1

Project Specific Special

SECTION 301
AGGREGATE BASE AND SURFACE COURSE
Special Provisions

301-2.01 MATERIALS.  Add the following after the first sentence:  Aggregate used for shoulder buttressing, guardrail shoulder refinishing, and approach and driveway transitions will conform to subsection 703-2.03.

301-3.03 SHAPING AND COMPACTION. Add the following:  Aggregate base course in areas of shoulder buttressing, guardrail shoulder refinishing, approach and driveway transitions shall be approved by the Engineer.  Testing for density is not required.

301-4.01 METHOD OF MEASUREMENT.  Add the following:  Aggregate base course, including shoulder buttressing, guardrail shoulder refinishing, and approach and driveway transitions are subsidiary to other items.

Aggregate base course is included in the measurement of items where required as part of the installation, modification and or repair of the items.  Aggregate base course for shoulder buttressing and guardrail shoulder finishing is measured as part of 401 Items; aggregate base course for approaches and driveways is measured as part of 639.

301-5.01 BASIS OF PAYMENT.  Add the following:  Aggregate base course is subsidiary to the following sections and associated items:

a.
used for shoulder buttressing, guardrail shoulder refinishing, and refuge area– Section 401 Items

b.
used for approaches and driveways – Section 639 Items

c.
used for highway spot repairs – Section 680 Items
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