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Project Specific Special



Replace Section 705 with the following:

SECTION 705

JOINT MATERIALS 

705-2.01 JOINT FILLERS. Meet AASHTO M 213.

705-2.02 JOINT SEALER. 


Silicone Joint Sealer
ASTM D 5893

Hot Pour Joint Sealer (Asphalt)
AASHTO M 324, Type IV


Hot Applied Joint Sealer (Concrete)
AASHTO M 282

Hot Pour Joint Sealant (Concrete, Fuel-Resistant)
ASTM
D 3581

705-2.03 BRIDGE SEAL. 
 1.
Preformed Strip Seals and Compression Seals. Use preformed seals. Use preformed material meeting ASTM D 3542.

Submit five copies of a certified test report for preformed seal materials. 

2.
Silicone Expansion Joint Sealant. Use formed-in-place seals composed of 100 percent silicone meeting the requirements of ASTM D 5893, Type SL (Self-Leveling) for horizontal joints and ASTM D 5893, Type NS (Non-Sag) for curb, rail, and other vertical joints. Do not use acid cure sealants.  Ensure the silicone sealant is compatible with the surface to which it is applied. Use a backer rod meeting ASTM C 578 when the joint width is 1/2 inch or greater.

705-2.04 JOINT MORTAR. Use a mixture of one part portland cement and two parts approved sand with water as necessary to obtain the required consistency. Use mortar within 30 minutes after its preparation. 

705-2.05 FLEXIBLE WATERTIGHT GASKETS. 

1.
Ring gaskets for rigid pipe and precast manhole sections meeting AASHTO M 198.

2.
Ring gaskets for flexible metal pipe meeting ASTM C 443. Continuous flat gaskets for flexible metal pipe meeting ASTM D 1056, Grade 2B3. Use gaskets with a thickness 1/2 inch greater than the nominal depth of the corrugation for bands with projections or flat bands and 3/8 inch for corrugated bands.

705-2.06 EXPANDED POLYETHYLENE. Use closed-cell expanded polyethylene planks with a density of 2.2 +/- 0.5 lb/ft3 as determined by ASTM D3575 and with a maximum compressive deflection of 50% at 17 psi +/- 5 as determined by ASTM D3575. 
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