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Project Specific Special

Special Provisions

Delete Section 720 and replace with the following:

SECTION 720

BEARINGS
720-2.01 ELASTOMERIC BEARING PADS. Elastomeric bearing pads include plain pads, consisting of elastomer only, and laminated pads with steel laminates.
1.
General. Meet AASHTO M 251, with the following revisions:

4.1 Properties of the Elastomer. Replace the first sentence with the following: Use elastomeric compound in the construction of the bearings containing only virgin natural polyisoprene (natural rubber) as the raw polymer. Do not use neoprene. Properties and requirements elsewhere in AASHTO M 251 pertaining solely to polychloroprene (neoprene) do not apply. 

Use elastomer compound classified as low temperature Grade 5 and meeting the requirements of paragraph 8.9. 

Add the following paragraph: 

5.5. Fabricate pads over 3/4 inch thick with alternating laminations of elastomer and metal or fabric reinforcements. The outside laminations must be metal or fabric with a minimum elastomer cover as shown on the Plans. 

2.
Certification. Submit five copies of a certified test report for each elastomeric pad configuration. 

720-2.02 EPOXY ADHESIVE FOR ELASTOMERIC BEARING PADS. Meet AASHTO M 235, Type IV, Grade 3.

CR: Bridge Repair – Trail RV, Falls CR, Ptarmigan (GO), Phase III
Project No.:  51967

Section 720

