


Project Specific Special

Special Provision

Replace Section 642 with the following:

SECTION 642

CONSTRUCTION SURVEYING AND MONUMENTS

642-1.01 DESCRIPTION. Perform surveying and staking essential for the completion of the project and perform the necessary calculations required to accomplish the work in conformance with the Plans and Specifications and industry standard engineering and survey practice.
Furnish and maintain facilities, equipment, and services specified in this section for Digital Terrain Modeling (DTM).  All furnished facilities and equipment remain your property when you complete the work.
642-1.02 DEFINITIONS.

1.
Break Line: A break line defines the horizontal location where TIN lines must break, and snap to the vertical location of the break line.

2.
Catch Point: In the cross section of a road, the point at which the fill or cut slope intersects the edge of the existing ground.

3.
CAD:  Computer-Aided Design.
4.
CORS:  Continuously Operating Reference Station. 

5.
DTM: Digital Terrain Model. A computer generated 3D model representing the project terrain, and based on the association of features such as alignments, profiles, sections, grading lines, points, and surfaces.

6.
GLONASS: A radio-based satellite navigation system operated by Russia. GLONASS is an alternative and is complementary to the United States Global Positioning System.
7.
GNSS:  Global Navigation Satellite System.
8.
GPS: Global Positioning System; A radio-based satellite navigation system operated by the United States.

9.
Hinge Point: In the cross section of a road, the point at which any slope intersects another slope of different angle.

10.
Monument: A fixed physical object marking a point on the surface of the earth; used to commence or control a survey; mark the boundaries of a parcel of land; or the centerline of a right-of-way corridor. Monuments will be Primary or Secondary, as shown in the Plans.

11.
Neat-line: Defines the geometric limits of a material, as indicated by the typical section, profile, and alignment.

12.
NGS: National Geodetic Survey; United States Government Agency that provides information and products related to the definition and management of the NSRS.

13.
NSRS: The National Spatial Reference System.

14.
OPUS: On-line Positioning User Service; The National Geodetic Survey operates OPUS as a means to provide GPS users easier access to the NSRS. 

15.
Point: An identified spot located on the surface of the earth. For the purpose of this definition, a point can be either physical or electronic depending on the context in which it is used. Physical points include PK nails, wooden hubs, rebar, large nails, or other structures capable of being utilized as a marker. Electronic points include all points generated by computers or electronic surveying equipment.
16.
PPK: Post Processed Kinematic; PPK surveys are similar to RTK surveys, except there is no radio communication between the reference station and the rover, so the rover cannot process a position in “real time”. Survey data from both the reference station and rover is imported into GPS processing software to determine the measured position.

17.
Reference Monument: A monument placed at a known distance and direction from a property corner or other survey point, usually not on a property or survey line. A reference monument is employed to perpetuate a corner/point that cannot be monumented at its true location or where the corner monument is subject to destruction.

18.
RTK: Real Time Kinematic; RTK surveys utilize two or more receivers with at least one receiver remaining stationary over a known coordinate. The radio at the reference station broadcasts its position to the rovers and the system processes the baselines in “real time” allowing for project coordinate information to be gathered and analyzed during the actual field survey.

19.
Slope Staking: The process of using measurements and calculations to determine where to begin a cut or fill, the slope ratio, and the depth of the cut or fill.

20.
Static: Static survey methods require multiple GPS receivers to collect data over the course of a long period of time. The data collected by the receivers is downloaded into a GPS processing software program to determine the measured position.

21.
Surveyor: The Contractor’s Professional Land Surveyor placed in “responsible charge”, and currently registered in the State of Alaska as defined in AS 08.48.341.

22.
Tessellation Spacing: The distance along a line or an arc that a TIN point is created.

23.
TIN: Triangulated Irregular Network; A vector based representation of a physical land surface.

24.
Witness Corner: A point or monument placed at a known distance and direction from a property corner or other survey point. A witness corner is employed to witness the location of a corner/point that cannot be monumented at its true location.

25.
Weeding: A procedure used to limit the frequency of information displayed.

642-2.01 MATERIALS. 

1.
Monument Cases: Use castings meeting AASHTO M 105, Class No. 30A. Coat castings with a bituminous damp-proof coating. Bolting tops shall be used.

2.
Primary Monument: A minimum 2 3/8” diameter nonferrous pipe at least 30 inches long, with a minimum 4-inch flange at the bottom and having magnets attached at the top and bottom. A minimum 3 1/4” diameter nonferrous metal cap shall be permanently attached to the top. Mark the cap around the outside edge with the words “STATE OF ALASKA DOT&PF". Permanently stamp every monument with the Surveyor’s registration number, the year set, and the point/corner identification. Orient cap so that the data may be read when the reader is facing north, except for centerline monuments that will be oriented to be read facing up-station. 

3.
Secondary Monument: A minimum 5/8 inch x 30 inch rebar with a 2-inch aluminum cap attached to the top. Permanently stamp every secondary monument with the Surveyor’s registration number, the point/corner identification, and the year set. 

CONSTRUCTION REQUIREMENTS
642-3.01 GENERAL REQUIREMENTS. Work classified as Land Surveying under AS 08.48, and work involving the location, control, and monumentation of construction centerline and right-of-way, shall be performed by or directly under the responsible charge of the Surveyor.
Use competent, qualified personnel and suitable equipment for construction surveying activities. The Surveyor’s personnel shall be supervised and trained in the avoidance of systematic errors. The Surveyor’s personnel shall be familiar with geodetic concepts and least-squares adjustments. Correcting errors resulting from the operations of said personnel shall be at the Contractor expense. The Contractor is responsible for the accuracy of the work.
Schedule a mandatory Pre-Survey Conference with the Engineer, Contractor, Surveyor, and all personnel who are to be involved in the survey work, two weeks prior to beginning survey work. The purpose of this meeting will be to discuss methods and practices of accomplishing the required survey work. 
Furnish computer services to accomplish the work. All data shall be signed by the Surveyor for completeness and accuracy. As soon as practical after completion of the work, and in no case later than acceptance of the project, deliver field books, computer forms and computer output data to the Engineer. Furnish all computer generated data in a file format and medium that is compatible with Department software. This data becomes the property of the State of Alaska. 
Furnish field survey notes. Keep field notes in standard bound notebooks in a clear, orderly, and neat manner consistent with the State of Alaska DOT&PF Construction Surveying Requirements. Make field books available for inspection by the Engineer’s project personnel at any time. Copies of the field books shall be kept in a separate secure location.
Furnish all equipment including but not limited to vehicles, stakes, measuring tapes, levels, rods, lasers, GPS receivers, total stations, traffic control devices, safety devices and other equipment necessary for establishing, checking and maintaining the required points, lines and grades. 
Furnish traffic control necessary for surveying activities in accordance with Section 643, and the latest edition of the Alaska Traffic Manual (ATM). Outfit all field employees with appropriate High Visibility Clothing as defined in Section 643, Subsection 3.11. 
The Engineer may randomly spot check the Contractor's surveys, staking, and computations. The Department assumes no responsibility for the accuracy of the work.
The Engineer has the right to communicate directly with the Surveyor. Any communication regarding changes to the original scope of work shall go through the Contractor.
The Surveyor is responsible for:

1.
Maintaining registration as a Professional Land Surveyor in the State of Alaska.

2.
Maintaining familiarity with the site conditions and progress of the project.

3.
Determining the accuracy required for each survey stake.

4.
Following the State of Alaska DOT&PF Construction Surveying Requirements.

5.
Notifying the Engineer of conflicts and changes necessary due to utilities, match point variations, design revisions, or other variables.

6.
Slope Staking.

7.
Staking all clearing and/or grubbing limits. Clearly identify all trees that are specified to remain.
8.
Staking and hubbing all layers of material shown in the typical sections, including the bottom of excavation, top of borrow, top of base course, and top of surcharge.

9.
Staking all culverts, curbs, inlets, and other drainage appurtenances.

10.
Staking all bridge and pedestrian over/under-crossings.

11.
Staking all right-of-way and material source limits.

12.
Rabbit tracking for temporary and permanent pavement striping, and pavement marking devices.

13.
Bi-weekly settlement platform elevation monitoring.

14.
Development of DTM’s, and plotted cross sections.

15.
As-built and Topographic surveying.

16.
Removal and disposal of all flagging, lath, stakes and other staking material after the Project is completed. Burning of material is not allowed on the project.

17.
All other surveying and staking necessary to complete the project.
642-3.02 MONUMENTS.  The Department will reference and replace all monuments identified on the plans. The Surveyor shall notify the Engineer immediately of any monuments encountered that are not identified on the plans. The Engineer will determine whether the monuments encountered are to be referenced or adjusted by the Surveyor or the Department. 

If directed by the Engineer, the adjustment of monument cases or the referencing of monuments not identified on the plans will be considered additional work and paid by 642(3), Three Person Survey Party. Set existing monument cases to be adjusted to new elevations in the manner and at the elevations directed. 

The Surveyor shall complete and stamp a State of Alaska Land Survey Monument Record form for each primary and secondary monument referenced. Provide the required survey information on the form in accordance with statutory requirements, including the project name/number, section, township, and range. Meet requirements for recording at the District Recorder’s Office in which the project is located for each monument record. Deliver conforming copies of the recorded forms to the Engineer before monument removal or disturbance.  

642-3.03 SURVEY CONTROL. The basis of project control is identified in the Survey Control Sheet. Use the calibration parameters shown in the Survey Control Sheet to Calibrate/Localize/Convert to the local project coordinate system. Contact the AK DOT&PF Central Region Survey Manager through the Engineer for calibration parameters if they are not shown in the plans. Independently recover and verify all survey control points shown in the Survey Control Sheet. Establish and verify new reference points where required, to replace missing points. Notify the Engineer immediately if a reference point is discovered to be in error, or a reset point is not in harmonious relationship to the existing control points. Provide the Engineer a signed hard copy verifying vertical loop closure of project control points.

The use of RTK is not an acceptable method for establishing additional horizontal or vertical control. Horizontal control points may be established using Static GPS or conventional traversing methods. Vertical control points shall be established with differential levels.

Survey accuracy requirements shall conform to the minimums listed in the State of Alaska DOT&PF Construction Surveying Requirements.

642-3.04 GPS SURVEYS. The specifications described in this Section are not intended to discourage the use of new GPS procedures and techniques. Procedures that are not defined by this specification may be allowed if approved by the AK DOT&PF Central Region Survey Manager, through the Engineer.

1.
General Requirements:

a.
All surveying shall be done in the local project coordinate system.

b.
OPUS shall be used for the determination of Reference Station positions only, and shall not be used directly for producing final positions for any Static, Fast Static, RTK or PPK surveys. OPUS may be used as a tool for verification of the final positions obtained from these types of surveys.

2.
GPS Equipment: Survey Grade dual frequency GPS receivers shall be used. For static surveys these shall be set up on adjustable leg tripods at a minimum. Fast or Rapid Static GPS surveys require a bipod at a minimum. RTK or PPK surveys may use fixed or adjustable poles, or secure lashings to vehicles.

3.
GPS Reference Stations: 

a.
All Reference Stations shall be approved by the AK DOT&PF Central Region Survey Manager through the Engineer, prior to conducting any GPS surveys. 

b.
Primary Reference Stations shall meet current NGS CORS standards. Secondary Reference Stations may be used temporarily when a Primary Reference Station is not available. 

c.
Primary Reference Stations shall be permanently mounted and shall not change throughout the duration of the project. 

d.
Secondary Reference Stations may be tripod mounted, however, GPS receivers shall never be mounted on aluminum tripods.

e.
All Reference Stations shall be tied to an OPUS derived position, and on the NAD83 datum. Submit GPS data files for a minimum of 2 days, 12 hours per day, 5 second epoch to OPUS to determine the final position. The OPUS derived position shall be determined at the beginning of the project, and shall not change throughout the duration of the project unless approved by the Engineer. Notify all users immediately if any changes are made to the Reference Station’s position. If OPUS is unable to process a position, the Reference Station shall be tied to existing project control. 

f.
Reference Stations shall be physically located in clear view of the sky. Avoid locations near cellular towers or other areas that may disrupt satellite signal reception. Avoid locations near large flat surfaces such as buildings, large signs, fences, and other objects that may cause multi-path interference.

g.
Reference Stations shall be located to provide maximum coverage of the project area. 

h.
Store 5 second epoch data, and post data online for use by the Engineer.

i.
GNSS enabled Reference Stations are allowed.
4.
RTK Surveys: 

a.
The Surveyor shall follow prudent practices when conducting RTK surveys. The NGS has published a draft manual titled National Geodetic Survey User Guidelines For Classical Real Time GNSS Positioning, v.2.0.3 issued in September, 2008. The Surveyor shall become familiar with this manual, in order to better understand prudent practices. Copies of the draft manual may be available upon request or may be downloaded from the following web site: http://www.ngs.noaa.gov/PUBS_LIB/NGSRealTimeUserGuidelines.v2.0.4.pdf.

b.
RTK surveys may not be used to permanently mark or delineate Right-Of-Way. 

5.
Local Coordinate Calibration:

a.
Use GPS calibration parameters if they are provided on the Survey Control Sheet. If GPS calibration parameters are not given, develop a local site calibration based on existing project control. All included control points shall have WGS84 positions that were observed by either a GPS Static or Fast Static network, as well as the final adjusted project control coordinate values that match the values listed on the Survey Control Sheet. The calibration shall consist of the following conversion parameters; Rotation, Translation, Scale, and GPS derived orthometric heights. Values listed on the Survey Control Sheet shall be held fixed in any adjustment, barring any large residuals. Notify the Engineer of any large residuals so that the problems can be identified and corrected. Submit a signed hard copy of the calibration parameters, residuals, and related control points to the Engineer for approval before staking activities begin.

b.
Perform a local calibration each time the coordinates of the reference station change.

6.
GPS Data Summary Report:

a.
Generate reports for all surveyed points, including the Point Number, Northing, Easting, Elevation, Point Code, Annotation(s), Date, Time, residuals, observation (start and stop) times, and antenna height information. Summary reports shall bear the signature and seal of the Surveyor.

b.
The Engineer may require the Contractor to re-survey specified points at no cost to the Department if the Survey doesn’t meet the minimum accuracy requirements defined in the State of Alaska DOT&PF Construction Surveying Requirements. 

7.
Weather Conditions: The Surveyor shall follow prudent practices when conducting GPS surveys in inclement weather. The following is recommended as a guideline: 

a.
Regularly observe surface and solar weather forecasts prior to planning survey activities.

b.
Use sound practical judgment when performing surveys during inclement weather conditions.

c.
Observations should never be conducted during an electrical storm.

d.
Note significant or unusual weather conditions in the field notes, data collector, or receiver.

642-3.05 TOPOGRAPHIC SURVEYS. Topographic surveys shall be conducted under the direct supervision of the Surveyor. The purpose of a topographic survey is to gather field data to determine the configuration (relief) of the surface of the earth (ground). Use all data collected to generate topographic DTM surfaces as defined in Section 642-3.07, Digital Terrain Models. All data becomes the property of the State of Alaska. Conduct topographic surveys as follows:

1.
General Requirements: 

a.
Collect topographic data within the right-of-way limits.

b.
Keep all shots 50 ft or closer, as necessary to accurately define all surface features within the roadway corridor. 

c. 
Keep a field book of notes describing changes or errors of rod heights, point descriptors, or other annotations necessary to verify all electronic data.

d. 
Identify each point with a point number. Multiple points with the same point number are not permitted.

e. 
Identify each shot with the appropriate point code. Break line points shall be separately identifiable from ground shots.

f. 
Append any additional information required to further describe a point with point annotations.

g. 
Develop a summary of standard point codes for all points used on the project. 

h. 
Develop a summary of standard point descriptors to identify all point codes used on the project (i.e. Edge of Pavement is the point descriptor corresponding to the EP point code). 

2.
Functional Requirements: The purpose of a topographic survey is to develop an appropriate DTM as defined in Section 642-3.07. Conduct a topographic survey to meet the appropriate functional requirements as defined below:

a.
As-built Surfaces – Conduct a survey of all finished roadway surfaces, embankments, ditches and other topographic features as required to accurately define the project topography.

b.
Excavation Surfaces – Conduct a survey of original grade (upper) surfaces, and bottom of excavation (lower) surfaces, as necessary to produce DTM volumetric quantities. Follow the requirements listed below:

(1)
Upper surface – Survey prior to excavation. Topographic data may be collected prior to grubbing and pavement removal, and adjusted by the average depth removed as measured in the field.
(2)
Lower surface – Survey after the final grade has been established by excavation.

c.
Embankment Surfaces – Conduct a survey of excavated or original grade (lower) surfaces, and top of embankment (upper) surfaces, as necessary to produce DTM volumetric quantities. Follow the requirements listed below:

(1)
Upper surface – Survey after the final grade has been established.
(2)
Lower surface – Survey prior to the placement of embankment. If only grubbing or pavement removal is required prior to placement of embankment, the topographic data may be collected prior to grubbing and pavement removal and adjusted by the average depth removed, as measured in the field. If excavation is required prior to placement of embankment, survey only after excavation activities have been completed.

3.
Accuracy Tolerance Limits: The Surveyor shall check into and collect primary control monument locations to ensure the data being collected meets the minimum Horizontal and Vertical Accuracy Tolerances. This shall serve as a basis of acceptance for the topographic data collected by the Surveyor. The Horizontal and Vertical Accuracy Tolerances will be used to check for systematic error, and will be evaluated by comparing all control check shots taken during the topographic survey to the monument’s location as defined on the Survey Control Sheet. The Volumetric Accuracy Tolerance will be used to check for random and operator error, and will be evaluated by comparing the Contractor furnished DTM with an independent DTM developed by the Department. The Volumetric Accuracy Tolerance shall be applied only to survey data that is used to calculate volumetric quantities.
a.
Horizontal Accuracy Tolerance – Check shots shall be within ± five hundredths (0.05) of a foot of the monument’s horizontal position. If any of the data doesn’t meet the minimum the horizontal tolerance, the Engineer may require the Contractor to re-survey the non-conforming points at no additional cost to the Department.

b.
Vertical Accuracy Tolerance – Check shots shall be within ± one tenth (0.10) of a foot of the monument’s vertical position. If any of the data doesn’t meet the minimum vertical tolerance, the Engineer may direct the Contractor to re-survey the non-conforming points at no additional cost to the Department.

c.
Volumetric Accuracy Tolerance – The Department will determine the volumetric error on randomly selected areas, including at least 20% of the area within the slope limits.  The Department will calculate the volumetric error as follows:

(1)
Determine the net volume by comparing the Contractor’s DTM to the Department’s DTM.

(2)
Determine the accepted volume by comparing the Department’s DTM to the appropriate neat-line surface.

(3)
Determine the volumetric error by dividing the net volume by the accepted volume.

The Engineer may require the Contractor to re-survey any areas that exceed 5% error at no additional cost to the Department.

4.
Control Check Requirements: Collect local project control data at the following minimum frequency:

a.
Every time the instrument is turned on, at the beginning of the survey session.

b.
Prior to every time the instrument is turned off, at the end of the survey session.

c.
Every time the instrument is moved (radial survey).

d.
Every time the backsight is moved (radial survey).

e.
Every time the actual or broadcasted position of the Reference Station changes (GPS survey). 

5.
Deliverables: Provide copies of the following to the Engineer:

a.
Plotted and electronic as-built surfaces (developed per Section 642-3.07) showing major and minor contours. Standard contour intervals shall be 5 ft (major) and 1 ft (minor).

b.
All field books noting any errors, corrections, or changes to the data.

c.
All electronic survey data in a comma delimited ASCII file in PNEZD format (Point number, Northing, Easting, Elevation, and Description).

d.
Letter of conformance signed and sealed by the Surveyor, certifying that the Topographic Survey meets the minimum Horizontal and Vertical accuracy requirements. Attach all backup data and calculations.

642-3.06 AS-BUILT SURVEYS. As-built surveys shall be conducted under the supervision of the Surveyor. The as-built survey shall document the final locations of roadways, topographic surfaces, structures, and utilities within the ROW project limits. The Surveyor shall maintain communication with the Contractor, Sub-Contractor or Utility Company as necessary to coordinate surveying activities. Surveying activities shall be conducted as soon as possible as each phase of the project is completed, and to avoid scheduling conflicts. The survey will be used to verify that the contracted work items conform to the plans and specifications. All survey data becomes the property of the State of Alaska.

1.
General Requirements:

a.
Topographic Survey of all roadway and pedestrian corridors, in accordance with Section 642-3.05, Topographic Surveys.

b.
Utility Survey of all existing and re-located utilities. Record the horizontal and vertical location of all underground and overhead utilities. Take digital photos of all exposed utility crossings. Identify the location of each photo taken, including the approximate northing, easting, and bearing. 

c.
Structural Survey of all existing and re-located structures, including bridges, tunnels, manholes, signs, fences, guard rails, walls, and foundations.

2.
Deliverables: Provide copies of the following to the Engineer:

a.
Plotted as-built drawings showing the final surveyed locations of all roadways, topographic surfaces, structures, and utilities. Plotted drawings shall be identified by the Project name and number, and bear the signature and seal of the Surveyor.

b.
Printed color photos, identifying the location of all underground utility crossings.

c.
All field books used to conduct the as-built survey.

d.
All DTM and point data files generated by the as-built survey.
642-3.07 DIGITAL TERRAIN MODELS. Develop all Digital Terrain Models using CAD software that is compatible with the latest release of software used by the Department. All DTM’s shall be approved by the Engineer.
1.
DTM Development Methods:  Develop all DTM’s using the appropriate method as defined below:

a.
Engineering Method - Use this method to define all neat-line surfaces. Develop the DTM by associating all appropriate engineered features such as alignments, profiles, sections, daylight surfaces, grading lines, and other features.
(1)
CAD software shall generate and automatically update surfaces based on the association of alignments, profiles, sections, grading lines, and other parameters necessary to accurately represent neat-line geometry.

(2)
Limit tessellation spacing to allow an accurate representation of a surface feature. The Engineer may require changes to the tessellation spacing, if necessary to allow an accurate representation of the feature.

(3)
If the Contractor excavates or fills beyond the neat-line limit without the direction of the Engineer, only the neat-line limit shall be used.

b.
Topographic Method - Use this method to define all topographic surfaces. Each vertex of a triangle in the TIN shall be formed by a field measured data point, and shall be located by its (XYZ) coordinate. Develop the TIN surface by connecting Topographic Survey points to their nearest neighboring points (in XY), except as outlined below:
(1)
Break Lines – Create break lines by connecting Topographic Survey points that are identified by their appropriate break line descriptors. Break lines shall snap to vertices on adjacent break lines when two break lines intersect. Break lines shall not cross. Use break lines to establish the following features:

(a) 
Centerline of roadway.

(b)
Lane separations (for multiple lane roadways).

(c)
Edge of pavement.

(d)
Shoulder hinge points.

(e)
Bottom of ditch.

(f)
Ditch back slope catch point.

(g) 
For curb and gutter sections, break lines shall be collected at the flow line and back of curb.

(h)
Ridge lines.

(i)
Rim of pits or significant depressions.

(j) 
Areas of slope change or undulations in slope.

(k) 
Bottom of valleys or draws.

(l) 
Hydraulic features.

(m)
Around buildings and structures (including top and bottom of walls).

(2)
Boundaries – Boundaries break the TIN lines and define the edge of the surface. Use boundaries to trim all non-relevant edges from the DTM. Use either non-destructive or destructive trimming as necessary to preserve the accuracy of the DTM. Use boundaries to establish the following features:

(a)
Outer boundary of the DTM.

(b)
Edge of a void inside the surface.

(c)
Edge of an island inside of a void.

(3)
Surface Editing – Surface Editing allows changes that more accurately represent the actual terrain. Use surface editing to delete or swap edges of the triangulated network as necessary to best represent the actual site condition. Mathematically computed points for the purpose of surface smoothing may be used only if approved by the Engineer. The creation of contour lines for the purpose of DTM surface extraction is not acceptable.

c.
Combination Method - Use this method when the Engineer approves a change to the neat-line limit. 

(1)
In areas where the Engineer approves a change to the neat-line limit, develop new surfaces using the Topographic Method.

(2)
Replace the neat-line surface with the new topographic surfaces to create an appropriate single surface.
642-3.08 CONTRACTOR FURNISHED COMPUTATIONS. Provide computations for volumetric pay items using DTM’s developed per Section 642-3.07. Cross sections developed from the appropriate DTM’s will be used as a supplementary quality control check on DTM parameters and quantities, and not for pay. The Contractor may use the Average End Area Method in accordance with Section 109, only if approved in writing by the Engineer. 

1.
Deliverables: Provide copies of the following to the Engineer:

a.
Plotted cross sections from the DTM surfaces. Develop separate cross sections for each volumetric pay item. More than one pay item per plotted cross section is not allowed.

(1)
Plot every 50 ft on Station, including intermediate stations as required to define angle points, curves, or other significant changes in the roadway geometry.

(2) 
Show the elevation and offset information for all vertex points. Weeding vertex point labels is not allowed. Elevation and offset information may be shown on a separate report if the amount of information exceeds what can be legibly shown on the plot.

(3)
Show the area for each cross section.

(4)
Label each plot with the project name, project number, pay item number, and pay item name.

(5)
Label each plot with the Surveyor’s Company name and address.

b.
Plotted profiles from the DTM surfaces. Develop separate plots for each volumetric pay item. Each plot shall only identify the profiles appropriate to the volumetric pay item.

(1)
Plot the profile along the alignment centerline as shown in the plans.

(2)
Label each profile as original ground, bottom of excavation, and the top or bottom of embankment, as appropriate.

(3)
Label topographic profiles with elevation and station information, using a weeding frequency of every 100 ft, or as necessary to match the frequency shown on the plans.

(4)
Label the neat-line profiles with elevation and station information every 100 ft, and for the beginning, end, and VPI of all vertical curves and grade breaks. Label the percent slope between all grade breaks, to the fourth significant decimal.

(5)
Label each plot with the project name, project number, pay item number, and pay item name. 

(6)
Label each plot with the Surveyor’s Company name and address.

c.
Electronic Data

(1)
Provide copies of all Topographic, Neat-line, and Combination surfaces to the Engineer. Include all electronic features (alignments, profiles, sections, etc.) used to generate the surfaces.

(2)
All data shall be delivered on a clearly labeled CD-ROM or DVD, unless specified otherwise by the Engineer. The label shall include the project name, project number, Surveyor’s company name, and date. All data becomes the property of the State of Alaska.

(3)
DTM files shall be saved in Autodesk, TIN, XML, or other approved formats compatible with Department software. 

d.
Volume Reports

(1)
Provide interim volume reports showing quantities between every 50 ft station. The volume reports shall be summarized to allow the Department to reference the quantities per individual plan sheet, or as defined in any earthwork summary shown on the plan sheets.

(2)
Provide a final volume report reflecting the final total quantity. Attach all data, calculations, and plots to the report. The report shall be signed, sealed, and dated by the Surveyor. This report shall be used as the basis for final pay.

642-3.09 CONTRACTOR FURNISHED ENGINEERING TOOLS. Furnish and maintain Engineering Tools as directed by the Engineer, for the exclusive use of the Engineer throughout the duration of the project. The Contractor shall furnish all equipment specifications to the Engineer for approval, prior to furnishing equipment. The equipment shall be in good working condition not more than 1 model year old. The Contractor shall insure and indemnify the Department against normal wear and tear, damage, theft, and all other events that may cause a loss of function of the furnished tools. The equipment shall be returned to the Contractor upon completion of the project, or when services are terminated by the Engineer. Furnish training for the Engineer’s staff, as directed by the Engineer.

1.
GPS Rover Unit – All components shall be fully compatible to provide a stand-alone GPS Rover Unit. The Rover Unit shall be an “all on the pole” system equipped with the following:

a.
Receiver

(1)
Bluetooth compatible.

(2)
Meet waterproof specification IPX7.

(3)
Shockproof for a drop onto a hard surface from a height of 4 feet.

(4)
Dual frequency receiver capable of tracking at least twelve (12) satellites simultaneously on parallel channels. 

(5)
Capable of RTK, Static, and Fast Static occupations.

(6)
Capable of receiving L1, L2, and GNSS frequencies.

(7)
Antenna model shall have undergone antenna calibration by the NGS. 

(8)
Ensure the receiver contains the manufacturer’s latest firmware upgrades.

(9)
Provide the manufacturer’s user guide.

b.
Controller

(1)
Bluetooth compatible. 

(2)
Equipped with onboard software allowing for the configuration of RTK, PPK, or Static rover modes.

(3)
Meet waterproof specification IPX7.

(4)
Shockproof for a drop onto a hard surface from a height of 4 feet.

(5)
Full QWERTY keyboard with numeric keypad, and/or equivalent touch screen interface.

(6)
Capable of collecting data in WGS84 and displaying local project coordinates.

(7)
Equipped with onboard software that allows automatic point logging.

(8)
Capable of creating and storing line-work in DFX or DWG format.

(9)
Equipped with onboard software to allow the user to stake-out points, 3D lines, and DTM surfaces. Software shall allow the user to read cut/fill elevations relative to a DTM surface. 

(10)
Capable of importing, exporting, and storing point, line, and DTM data.

(11)
Capable of showing satellite, radio, and battery status.

(12)
Equipped with onboard software that allow the user to create and manage survey jobs, point data, coordinate systems, and alignments.

(13)
Equipped with a removable memory storage device with a minimum capacity of 512MB.

(14)
Capable of storing custom configuration settings for the GPS Rover Unit. 

(15)
Ensure the controller contains the manufacturer’s latest firmware upgrades.

(16)
Provide the manufacturer’s user guide.

c.
Radio System

(1)
Meet waterproof specification IPX7.

(2)
Support a frequency compatible with the Reference Station.

(3)
Capable of storing multiple radio frequencies.

(4)
Compatible with the Reference Station’s broadcasting format and protocol.

(5)
Power and programming cables.

(6)
Provide the manufacturer’s user guide.

d.
Batteries

(1)
Provide all batteries required to fully power and operate the GPS Rover Unit.

(2)
Batteries shall be capable of powering their respective equipment continuously, for not less than 6 hours under normal operating conditions.

(3)
Each battery shall be rechargeable and commercially available.

(4)
Provide an identical replacement backup battery for each primary battery required.

(5)
Provide all power connectors necessary to connect the batteries to the equipment.

(6)
Provide battery chargers to allow all onboard batteries to be charged simultaneously, and that safeguard against overcharging. 

e.
Rod

(1)
Fixed height (non-adjustable).

(2)
Mounting hardware for GPS controller and radio.

(3)
Pole grip with bubble level.

(4)
Detachable bipod. 

(5)
Interchangeable flat and pointed footings.

(6)
Quick release adapter for the GPS receiver. 
f.
Carrying Case

(1)
Hard Shell.

(2)
Shockproof.

(3)
Waterproof.

(4)
Capacity to hold all components of the GPS rover, minus the rod.

2.
Continually Operating Reference Station – The location of the CORS shall not change for the duration of the project. The CORS shall be permanently mounted per NGS CORS standards. All structures, mounting hardware, power supply, computers, software, networking, and personnel required to support and operate the CORS is considered subsidiary to this item. Store CORS data for the duration of the project, and post online for use by the Engineer. The CORS shall include and conform to the following requirements:

a.
GPS Receiver

(1)
Choke-ring antenna, model shall have undergone antenna calibration by the NGS.

(2)
Meet waterproof specification IPX7.

(3)
Shockproof for a drop onto a hard surface from a height of 4 feet.

(4)
Able to operate in temperatures between -20º F to +140º F.

(5)
Capable of logging L1/L2 data continuously for 180 days, and storing at 1 second intervals. If onboard memory storage capacity is insufficient, backup all data on an external memory storage device.

(6)
Support multiple, simultaneous data logging sessions at different collection rates.

(7)
Equipped with a dual frequency receiver capable of tracking L1, L2, and GNSS frequencies on at least 12 satellites. Receiver shall have a minimum of 24 channels.

(8)
Support CMR/CMR+ and RTCM output simultaneously via separate ports.

(9)
Use multi-path mitigation techniques.

(10)
Satellite acquisition technology shall provide improved tracking in areas of high radio interference such as under power lines, around airports, near radio-intensive construction sites. 

(11)
Capable of 1PPS output with an accuracy of 1usec.

(12)
Equipped with 1 primary and 1 secondary power input port.

(13)
The system shall automatically switch between power sources.

(14)
Equipped with over-voltage protection on all power inputs.

(15)
Capable of reporting Signal-to-Noise Ratio (SNR) values for L1 and L2.

(16)
Capable of logging data at operator selected intervals of 0.5, 1, 5, and 30 seconds. 

(17)
Provide the manufacturer’s user guide.

b.
Radio

(1)
Transmission power, 25 watt minimum.

(2)
Meet waterproof specification IPX7. 

(3)
Ensure the radio has a current license to broadcast in accordance with FCC requirements.

(4)
Ensure the radio broadcast frequency doesn’t conflict with other nearby broadcasting sources.

(5)
Provide the manufacturer’s user guide.

c.
CORS Facility – Provide a facility to mount and house CORS station equipment.

(1)
Facility shall meet NGS CORS mounting requirements, and shall be approved by the Engineer.

(2)
Shall be physically located in a clear view of the sky, away from objects that may cause multi-path interference.

(3)
Location shall provide for maximum strength of geometry relative to the primary control network and the project limits.

(4)
Shall be connected to a primary power source, and a backup power source capable of providing uninterrupted backup power for a minimum of 48 hours.

3.
GPS Base/Repeater Station – All components shall be fully compatible to provide a stand-alone GPS Base/Repeater Station setup. The setup shall include the following:

a.
Receiver

(1)
Meet waterproof specification IPX7. 

(2)
Shockproof for a drop onto a hard surface from a height of 4 feet.

(3)
Dual frequency receiver capable of tracking at least 12 satellites simultaneously on parallel channels. 

(4)
Antenna model shall have undergone antenna calibration by the NGS. 

(5)
Ensure the receiver contains the manufacturer’s latest firmware upgrades.

(6)
Carrying case.

(7)
Tribrach with optical plummet and height rod.

(8)
Provide the manufacturer’s user guide.

b.
Controller

(1)
Equipped with onboard software allowing for configuration as a GPS reference station in RTK, PPK, Static, and Fast Static modes.

(2) 
Capable of logging raw observations for post processing.

(3)
Capable of showing satellite, radio, and battery status.

(4)
Meet waterproof specification IPX7. 

(5)
Shockproof for a drop onto a hard surface from a height of 4 feet.

(6)
Full QWERTY keyboard with numeric keypad, and/or equivalent touch screen interface.

(7)
Equipped with a removable memory storage device with a minimum capacity of 512MB.

(8)
Equipped with 1 primary and 1 secondary power input port. 

(9)
Ensure the controller contains the manufacturer’s latest firmware upgrades.

(10)
Provide the manufacturer’s user guide.

c.
Radio

(1)
Transmission power, 25 watt minimum.

(2)
Meet waterproof specification IPX7.

(3)
Shockproof for a drop onto a hard surface from a height of 4 feet.

(4)
Support a frequency compatible with the Reference Station.

(5)
Capable of storing multiple radio frequencies.

(6)
Compatible with the CORS broadcasting format and protocol.

(7)
Ensure the radio has a current license to broadcast in accordance with FCC requirements.

(8)
Ensure the radio broadcast frequency doesn’t conflict with other nearby broadcasting sources.

(9)
Equipped with onboard software/firmware allowing for configuration as either a Reference Station or a Repeater Station.

(10)
Carrying case.

(11)
Antenna.

(12)
Antenna/pole mounting adapter.

(13)
Provide the manufacturer’s user guide.

d.
Tripods – Provide one of each:

(1) Conventional tripod with extendible range pole. Include carrying case.

(2) Conventional wood tripod.

e.
Batteries

(1)
Provide all batteries required to fully power and operate the GPS Base/Repeater Station.

(2)
Batteries shall be capable powering their respective equipment continuously, for not less than 6 hours under normal operating conditions.

(3)
Each battery shall be rechargeable and commercially available.

(4)
Provide an identical replacement backup battery for each primary battery required.

(5) 
Provide all power connectors necessary to connect the batteries to the equipment.

(6)
Provide battery chargers to allow all batteries to be properly charged, and that safeguard against overcharging. 

4.
Computer Hardware – Hardware shall meet the following minimum requirements:

a.
Laptop Computer

(1)
2.8 GHz multi-core CPU.

(2)
120GB Internal Hard Drive.

(3)
4 GB System RAM.

(4)
Display 13” with 1,600 x 1,200 resolution.

(5)
512MB video memory.

(6)
DVD Burner Drive.

(7)
Internal Bluetooth and Wi-fi.

(8)
Internal Battery.

(9)
120v AC Adapter.

(10)
12v DC Adapter.

(11)
Built-in CF, SD, and PCMCIA card ports.  

(12)
4 USB 2.0 ports.

(13)
1394 (firewire) port.

(14)
Mouse (wireless).
(15)
Travel Case (hard) for laptop and accessories.
b.
Laptop Computer Mount

(1)
Permanently installed in a vehicle, as directed by the Engineer.

(2)
Fastened to the passenger side of the vehicle.



(3)
Shock and vibration resistant.

(4)
Fully adjustable positioning with mechanically locking hinge points.

c.
Desktop Computer

(1)
3 GHz multi-core CPU

(2)
120GB Internal Hard Drive

(3)
4 GB System RAM

(4)
Compatible DVI 19” monitor with 1,600 x 1,200 resolution

(5)
Internal video card/chip, 512MB, 2 DVI ports

(6)
Internal DVD Burner Drive

(7)
CF and SD media card reader

(8)
6 USB ports

(9)
1394 (firewire) port

(10)
Internal wireless (IEEE 802.11 b/g) network card

(11)
Internal Ethernet card (10/100 Mbps).

(12)
Uninterruptible Power Source (UPS), 8 outlets, 390 Watt

(13)
250 GB Backup Hard Drive (external)

(14)
Mouse and Keyboard

d.
Laser Printer

(1)
45 pages per minute print speed.

(2)
1200 x 1200 dpi print quality.

(3)
Main tray capacity shall hold no less than 500, 8.5 x 11 inch sheets.

(4)
Multipurpose tray capable of custom sizes up to 11 x 17 inch sheets.

(5)
128 MB of onboard memory, minimum.

5.
Computer Software – All software shall be licensed and fully operational. Provide software that is similar or approved equal in accordance with the following: 

a.
Operating System Software – Provide an operating system that supports the drivers of all onboard and auxiliary computer hardware systems. The operating system shall be of the latest release, with the most current updates installed. The operating system shall support all of the applications listed below.

b.
CAD Software – Provide CAD software that is capable of dynamically associating and updating alignment, profile, section, grading, point, and surface data. The software shall be capable of saving all data to formats that are compatible with the latest release of CAD software currently used by the Department. Formatting shall preserve the dynamic relationship of all DTM features. Software that doesn’t dynamically associate all DTM features is not acceptable.
c.
Word Processing Software – Provide software that is compatible with the latest release of word processing software currently used by the Department.
d.
Spreadsheet Processing Software – Provide software that is compatible with the latest release of spreadsheet processing software currently used by the Department. 

e.
Anti-Virus Software – Provide software to protect against viruses and other security threats. Software shall be equipped with a firewall containing industry standards of system protection. The software shall be capable of backing up all hard drive data.

f.
GPS Processing Software – Provide GPS processing software of the latest release and from the same vendor as the GPS equipment furnished. Include all necessary hardware/software keys to enable L1 & L2 Static, PPK, and RTK processing, GNSS processing, network adjustments, datum and map transformations, and RINEX data importing and exporting.

642-4.01 METHOD OF MEASUREMENT. The work will be measured according to Section 109, and as follows:

Item 642(1) Construction Surveying.  Prior to beginning work, develop a Lump Sum Agreement that itemizes major contract work requirements by percentage. Work will be measured by the percent completion of all major contract work requirements defined in the Lump Sum Agreement.

Item 642(3) Three Person Survey Party.  By the hour for extra, additional, or unanticipated work made necessary by changes in the project, as directed, and as supported by certified payrolls. Work accomplished by a three person survey party will be paid at 100% of the contract unit price. Work accomplished by a two person survey party will be paid at 75% of the contract unit price. Work accomplished by a one person survey party will be paid at 32% of the contract unit price.

Item 642(13) Contractor Furnished Computations.  Prior to beginning work, develop a Lump Sum Agreement that itemizes all plan sheets labeled “Plan and Profile” (or similar) by percentage. Work will be measured by the percent completion of all computations required, per plan sheet defined in the Lump Sum Agreement.

Item 642(14) Contractor Furnished Engineering Tools.  Contingent sum work will be measured in accordance with the directive authorizing the work. 

642-5.01 BASIS OF PAYMENT. Pay Items include all necessary personnel, equipment, transportation, traffic control, and supplies to accomplish the work described in the Contract, or directed by the Engineer. 

Pay Item 642(1) Construction Surveying.  This item includes all surveying work described in the Contract except for work paid for under 642(3), 642(13), and 642(14). 5% of the contract lump sum bid price will be withheld until the final As-Built Survey is completed and accepted by the Engineer.  Surveying required for determining volumetric quantities is considered subsidiary to Item 642(13).

Pay Item 642(3) Three Person Survey Party.  Adjustment according to 109-1.04 is not allowed for this pay item. When directed by the Engineer to reference an existing monument not shown in the plans, payment will be made after the Monument Record Forms are prepared and recorded in the local Recorder’s Office and accepted by the Engineer.

Pay Item 642(13) Contractor Furnished Computations.  This item includes all work required to develop and furnish quantity computations in accordance with methods required by the contract. Earthwork computations, digital terrain model development, plotted cross sections, quantity reports, and associated topographic surveying are subsidiary to this item. The Engineer may withhold payment for this item if the minimum specifications are not met.  10% of the contract lump sum bid price will be withheld until final computations are accepted by the Engineer. If the Contractor excavates or fills beyond the neat-line limit without the direction of the Engineer, the calculated volume shall only extend to the neat-line limit. 
Pay Item 642(14) Contractor Furnished Engineering Tools.  The Engineer shall issue a directive defining and authorizing the work. Payment for a GPS Rover, Base/Repeater Station, CORS, or Computer System will be made on a time and materials basis in accordance with Subsection 109-1.05-3e, Leased or Rented Equipment. Payment for training will be made on a time and materials basis in accordance with Section 109-1.05. If the training is beyond the Contractor’s ability or expertise, payment will be made in accordance with Subsection 109-1.05-4, Work by a Specialty Subcontractor. The Engineer may withhold payment for this item if the minimum specifications are not met. The Engineer may issue a directive at any time to terminate or re-authorize the work, at no additional cost to the Department.

Payment will be made under:

Pay Item No.
Pay Item
Pay Unit

642(1)
Construction Surveying
Lump Sum

642(3)
Three Person Survey Party
Hour

642(13)
Contractor Furnished Computations
Lump Sum

642(14)
Contractor Furnished Engineering Tools
Contingent Sum
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