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Project Specific Special



SECTION 308

CRUSHED ASPHALT BASE COURSE
Special Provisions


308-1.01 DESCRIPTION.  Delete the first paragraph and substitute the following:  Construct a base course, using pulverized asphalt pavement and base course, to the grades shown on the Plans.

308-3.01 PULVERIZING AND MIXING.  Add the following to the first paragraph:  The work consists of pulverizing the existing asphalt and base course as shown on the Plans.  The mixture is then relocated and placed and shaped to the lines and grades shown on the Plans for the roadway and approaches.  Remaining crushed asphalt and base course may be substituted for aggregate base course per Section 301, and/or asphalt treated base course, per Section 306, when processed as required by each section.

308-3.03 SHAPING AND GRADING.  Delete the second sentence.
308-4.01 METHOD OF MEASUREMENT.  Delete Item 1. and substitute the following:

1.
Crushed Asphalt Base Course.  Lump Sum.

308-5.01 BASIS OF PAYMENT.  Delete the first sentence and add the following:
Additional crushed aggregate base course, grading D-1, for the roadway and approaches, if required, is subsidiary.  Windrowing, loading, hauling, stockpiling, spreading, shaping, and compacting crushed asphalt base course for the roadway and approaches is subsidiary.

Payment will be made under:

	Pay Item No.
	Pay Item
	Pay Unit

	308(1A)
	Crushed Asphalt Base Course
	Lump Sum


Old Glenn Hwy:MP 11.5-18

HSiP: Old Glenn, Matsu River Bridge
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