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Project Specific Special



SPECIAL NOTICE TO BIDDERS

The Department hereby notifies bidders that information to assist in bid preparation is available from the Department of Transportation and Public Facilities, Anchorage office, located at 4111 Aviation Avenue.

1.
Publications.  The following are available from the Plans Room:

a.
Standard Specifications for Highway Construction, 2004 Edition ($25.00).

b.
Alaska Test Methods Manual (Lab & Field), 2010 Edition ($25.00). Available online at:

http://www.dot.state.ak.us/stwddes/desmaterials/mat_waqtc/pop_testman.shtml
c.
Alaska Storm Water Pollution Prevention Plan Guide, January 19, 2005.

d.
Quantity Computations

e.
Pavement Recommendations – Central Region Materials, DOT & PF, March 2010

f.  
Geotechnical Report for Glenn Highway MP 109 to 118 Resurfacing, dated June 2010,

     
Prepared By Alaska Department of Transportation & Public Facilities, Central

Region Materials

g. 
Memo regarding Materials Sites #42-2-011-1 and #42-3-313-1. From Craig Boeckman to


Steve Jochens, PE, October 8, 2010.

2.
Materials Certification List (MCL).  The MCL provides the Engineer with the appropriate approving authority.  Contractor, submit certification for each material to the Engineer.  The MCL is included in Appendix D. 
3.
Environmental Documents.  The Department has approved an environmental document addressing concerns and environmental commitments.  This document is available for review in the Department Section of Preliminary Design and Environmental.  (907) 269-0542.

4.
Laborers Mechanics Minimum Rate of Pay.  The current Laborers Mechanics Minimum Rate of Pay contains information on remote sites and per diem.  The Department of Labor has issued WHPL #197, which further clarifies this requirement.  See pay item 640(4). 

5.
Hiring Apprentices.  Administrative Order 226, issued July 24, 2005 establishes a 15% goal for hiring apprentices in certain job categories; on highway, airport, harbor, dam, tunnel, utility, or dredging projects awarded by the Alaska Department of Transportation and Public Facilities.  This Administrative Order will apply to projects advertised after September 1, 2005, where the project construction cost exceeds 2.5 million dollars.

For additional details, visit http://labor.state.ak.us//lss/forms/ApprenHireReq.pdf
6.
Disadvantaged Business Enterprise (DBE) Program.  Based on guidance from the US Department of Transportation’s General Counsel, effective January 10, 2006 the Alaska Department of Transportation and Public Facilities implemented a Race Neutral Disadvantaged Business Enterprise (DBE) program by setting 0% project goals on all highway projects.  All forms and reports required under the existing DBE program will continue to be required under these 0% goal contracts.

Specifically Contractors must continue to report creditable DBE participation/payments on the Monthly Summary of Disadvantaged Business Enterprise Participation Form 25A 336.  This will allow the Department to continue to accurately report DBE participation to the Federal Highway Administration.

Contractors must also continue to provide opportunities for DBE firms to participate on highway projects as appropriate.  A 0% DBE participation goal does not relieve the Contractor of the Requirement to provide equal opportunity in subcontracting, supplies or other services offered by DBE firms.

Any questions about this notice may be directed to Jon Dunham, Manager of the Civil Rights Office, (907) 269-0850, jon.dunham@alaska.gov 
7.
Asphalt Laydown Temperatures.  The Department may monitor laydown temperatures using a thermal imaging camera.  Unsatisfactory areas will be subject to additional testing and/or replacement at the Contractor’s expense as specified in Division 400. 

8.

High Visibility Clothing.  The Department requires all workers within the project limits to wear an outer visible surface or layer of high visibility color and retroreflectivity.  See subsection 643-3.11.

9.

Load Centers, Controller Assemblies:  The Plans and Specifications are revised for these items including anchors to the foundations, foundations and conduit installation.

10.
Section 670 Traffic Markings:  This section is recently revised including but not limited to submittal requirements and method of measurement. 

11. Safety Warning:  Gypsum Creek has been found to have a pH of 2.6 and caution should be taken when working in or around the stream while it is running.  The pH of other creeks in the project area, including Glacial Fan Creek, have not been measured, but could have a low pH.
12. Glacial Fan Creek Highway Overtopping:  The Contractor is advised that in the summer of 2009 a rainfall event caused a flow in the Glacial Fan Creek which carried a significant sediment load.   This flow plugged the existing culvert, and overtopped the highway.  Another event in April 2010 plugged the culvert and resulted in snow and ice overtopping the highway.  The Contractor must account for the possibility of a similar flow event in his work plans. 

13. Section 642:  No effort to maintain the existing roadway monumentation is required.  The existing monuments have been referenced, and will be replaced by DOT&PF after the completion of this project.

14. Materials Pit Use and Access:  The Department has a Negotiated Material Sale Contract with DNR for use of material from Material Site #42-2-011-1.  *** deleted***  A copy of the contract is attached in Appendix F.  The Department has also obtained a right of access across private property to the pit, for the Contractor’s use.  Documentation of the access rights is also included in Appendix F. There are time limitations on the access to the pit, see section 107-1.11.  The Contractor is responsible for obtaining all permits pertaining to the access and pit use.  It is anticipated that permits will be required from the USACE and Alaska Fish and Game Department.  Other permits may also be required.

15. Asphalt Cement:  Asphalt Cement, Grade 52-34 shall be used for both foamed asphalt stabilized base course and hot mix asphalt.

16. Disallowed Pit:  Material from the Material Site #42-3-313-1 will not be allowed for use on this project.

17. Pullouts to BE Overlaid:  As-Builts drawings of the pullouts are attached in Appendix H.
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