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Project Specific Special

SECTION 640
MOBILIZATION AND DEMOBILIZATION

Special Provision:

640-1.01 DESCRIPTION.  Add the following:

ADOT&PF will provide an EDA Construction Site Sign for the Contractor to erect and maintain from the beginning to the end of construction, and dispose.

Standard Modification

640-1.01 DESCRIPTION.  Add the following: 
6.
Comply with the Alaska Department of Labor and Workforce Development (DOLWD) requirements for Worker Meals and Lodging, or Per Diem; as described in their July 25, 2005 memo WHPL #197 (A2) and the State Laborer’s and Mechanic’s Minimum Rates of Pay (current issue). 

Ensure subcontractors comply with the DOLWD requirements.  

Ensure facilities meet the Alaska Administrative Code 8 AAC 61.1010 and 8 AAC 61.1040 Occupational Safety and Health Standards, 18 AAC 31 Alaska Food Code, and U. S. Code of Federal Regulations 29 CFR Section 1910.142 Temporary Labor Camps.
Do not consider the cost of Meals and Lodging, or Per Diem in setting wages for the worker or in meeting wage requirements under AS 23.10.065 or AS 36.05.
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Special Provision
640-2.01 MATERIALS.  Add the following:

1.
EDA Construction Site Sign:

ADOT& PF Supplied Sign

a.
Sign:  3/4” X 4’-0” X 8’-0” MDO plywood or exterior plywood (APA, Rated A-B)


Contractor Supplied Materials


b.
Support:  (2) 4 x 4 x 12’-0” HF Species, No. 1 Grade.  Preservative treat for ground contact


c.
Bracing:  (4) 2 x 4 x 8’-0” HF Species, No. 2 Grade. Preservative treat for ground contact


d.
Hardware/Fasteners:  (8) 3/8”( MB, nuts, and washers.  Hot dip galvanized.


e.
Concrete:  f’c = 2000 psi minimum
640-3.01 CONSTRUCTION REQUIREMENT.  Add the following:

1.
EDA Construction Site Sign:

No additional lettering or logos are permitted on the sign.

The Engineer will identify where to place the sign and the height of the sign.

Erect the sign as follows:

a.
Mounting:  Mount the sign to the 4 x 4 posts with four bolts each side.  Place the bolts 6” from each edge at each corner with the balance spaced evenly between.  Place a washer between the bolt head and the sign face and the nut and the post.

b.
Erection:  Set post ends 3 ft to 4 ft below grade in holes of approximately 12” diameter.  Place concrete evenly around posts from bottom of post to just above grade. Rod the concrete to remove air space between the post and hole side.  Slope the top of concrete away from the post.

c.
Place 2 x 4 bracing and anchor with screws and or nails, hot dip galvanized, as directed by the Engineer.

Standard Modification

640‑4.01 METHOD OF MEASUREMENT.  Delete the numbered paragraph 3 and substitute the following:

3.
The remaining balance of the amount bid for Mobilization and Demobilization will be paid after all submittals required under the Contract are received and approved.

Add the following:

4.
Progress payments for Worker Meals and Lodging, or Per Diem will be computed as equivalent to the percentage, rounded to the nearest whole percent, of the original contract amount earned.

640‑5.01 BASIS OF PAYMENT.  Add the following pay item:
Payment will be made under:

Pay Item No.
Pay Item
Pay Unit
640(4)
Worker Meals and Lodging, or Per Diem 
Lump Sum

E27-010106
Special Provision

640-5.01 BASIS OF PAYMENT.  Add the following:
1.
EDA Construction Site Sign.  Sign materials, and labor to erect, maintain, and dispose are subsidiary to Pay Item 640(1).
Mertarvik Barge Facility 
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