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SCALE (N CHAINS

U. S. SURVEY
No.5509, ALASKA

SITUATED
ON THE WESTERLY SIDi
OF SETTLER COVE
AT PORT LIONS, ALASKA
AND

ADJOINING U. S. SURVEY NO. 1736

GEOCDETIC POSITION
OF WITNESS MEANDER CORNER NO. 1

LATITUDE 57°51'36" NORTH, LONGITUDE 152°53'0L" WEST
AREA: 1,769.62 ACRES

EXECUTED BY:

HOBART B. HYATT, SUPERVISORY CADASTRAL SURVEYOR
AND
EDWARD T. PRENDERGAST, SURVEYING TECHNICIAN

MAY 16, 1968 TQ JUNE 9, 1968

Under Special Instructions
Deted May 2, 1968
Approved May 3, 1968

V-

UNITED. STATES DEPARTMENT OF THE INTERTOR
BUREAU OF LAND MANAGEMENT .
Washington, D. C. Juoe 13, 1969

This plat is st:n;lctly conformable to the
approved field notes, and the survey,
having been correctly executed in accord-
ance with the requlrements of law ani
the regulations of this Bureau, is herew

by accepted. L
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For the Director ‘

(fé‘e(ng Chief, Divieion of Cadsstral Swrvey
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