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Signal can be added at 
intersection if warrants are met.

5-Lane w/ Center Left Turn Lane

The area between Monte Drive and Mackey Lake 
Road has the highest historical head-on collision 
risk in the entire corridor.
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Provides median seperation between 
Monte Drive and Mackey Lake Road, 

the area with the highest head-on 
collision risk in the entire corridor.

New road connection provides 
access to corner property.

4-Lane Divided

Signal can be added at 
intersection if warrants are met.

300' lane drop taper.
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Uphill requires long acceleration lane 
frontage road necessary for access to 

Monte Drive and corner property.

Provides median seperation between Monte Drive 
and Mackey Lake Road, the area with the highest 

head-on collision risk in the entire corridor.

Acceleration lane alllows free flowing right turns 
from Mackey Lake Road onto Sterling Highway.

Possible ROW impact.
4-Lane Divided w/ Acceleration Lane

Mackey Lake Rd IntersectionMackey Lake Rd IntersectionMackey Lake Rd Intersection

N

Lynden
Transport

Big John’s

Ma
yo

ni 
St

Pi
ne

 S
t

Boundary St
Beacon Hill St S Jawle St Southern Bluff St

5-Lane w/ Center Left Turn Lane

- Direct access provided to all properties on both sides of highway
- 5-lane width increases snow maintenance burden
- Head-on crash risk remains Conflicting left turn into Lynden 

Transport and Big John’s.
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4-Lane Divided - Restricted Crossing w/ Protected Turn Lanes

Left turns onto highway:
1. Turn right from approach street onto highway
2. Use protected turn lane to turn left onto highway

Vehicles turning onto highway cross traffic from one direction at a time.

To cross highway, follow steps 1 and 2, then: 
1. Turn right onto desired approach

1

2 3
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Protected turn lanes reduce 
u-turn movements to left turns.

Turn lanes on/off highway to/from all 
directions for Lynden Transport.

Extra wide medians provide turning space for all 
vehicle sizes, snow storage area, and refuge for 

distressed and emergency vehicles.
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4-Lane Divided - Dual Frontage Roads

Increased ROW impact 
at intersections.

Pedestrian path adjacent 
to frontage road. Median barrier prevents 

head-on collisions.

Frontage roads provide access to properties 
adjacent to highway without u-turns.

Frontage roads provide access to properties 
adjacent to highway without u-turns.

Frontage roads and median barrier 
increase snow maintenance burden 

and reduce storage space.

Boundary St to Lynden Transport

Boundary St to Lynden Transport

Boundary St to Lynden Transport

Boundary St to Lynden Transport
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- Direct access provided to all properties on both sides of highway
- 5-lane width increases snow maintenance burden
- Head-on crash risk remains

Conflicting left turns in 
center left turn lane.

Signal can be added at Jim Dahler 
Road/Forest Lane intersection if 

warrants are met.
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Walker St

4-Lane Divided -
Frontage & Developed Local Roads Increased ROW impact 

at intersections.
Signal can be added at Jim Dahler 
Road/Forest Lane intersection if 

warrants are met.
Pedestrian path runs along local 

road to allow space for frontages. Frontage roads provide access to 
properties adjacent to highway.

Local roads developed in 
existing ROW to provide 
access to intersections.

Frontage and new local roads 
increase snow maintenance
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4-Lane Divided -
Free Crossing w/ Protected Turn Lanes

Crossing vehicles have refuge 
to wait for gaps in traffic.

Extra wide medians provide turning space for 
all vehicle sizes, snow storage area, and refuge 

for distressed and emergency vehicles.

Left turns off highway:
       Turn left using protected turn lane
       Use right turn lanes to exit at desired approach

New local roads increase 
snow maintenance burden.

Local roads developed in existing ROW 
to provide access to intersections; 

ROW impacts possible.

Protected turn lanes reduce 
u-turn movements to left turns.
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Left turns onto highway:
       Turn right from approach street onto highway
       Use protected turn lane to turn left onto highway

Vehicles turning onto highway cross traffic from one direction at a time.
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Schultz St to Forest Ln/Jim Dahler RdSchultz St to Forest Ln/Jim Dahler RdSchultz St to Forest Ln/Jim Dahler RdSchultz St to Forest Ln/Jim Dahler Rd
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