
ITEM G-131
ENGINEERING TRANSPORTATION

DESCRIPTION

131-1.1 Furnish and maintain vehicles for the exclusive use of the Engineer and their staff throughout the duration of the project. 

REQUIREMENT

131-2.1 Provide the specified number of the following vehicle types:

a. Truck. Full-size four wheel drive pickup or sport utility vehicle. Less than 3 model years old, in good condition and with less than 36,000 miles on the odometer. Equip vehicles with mud/snow tires, strobe beacons (Whelen 360 or equivalent) and two-way radios set on the airport CTAF (Common Traffic Advisory Frequency).

b. ATV. All-terrain vehicle, fully enclosed cab, 4x4, 300 cc minimum, with a 500-lb capacity trailer. Less than 3 model years old, in good condition. Equip with securely attached two-way radio set on the airport CTAF (Common Traffic Advisory Frequency). Equip with a rotating beacon or strobe light.

c. Snowmachine. A snowmachine with 440 cc minimum engine size, and with a 500-lb capacity sled. Less than 3 model years old, in good condition.

d. Boat. An aluminum boat 20 foot long, and rated to carry a minimum of 1000 pounds. A motor capable of moving the loaded boat at 20 mph. Less than 3 model years old, in good condition. 

The Contractor shall furnish all fuels and maintenance. The Contractor is responsible for normal wear and tear, and any other incidental damage, including broken windshields, that might arise during the Departments operation and use. 

The Department is responsible for physical damage to any vehicle provided under this section if proximately caused by its negligent operation. The Department will provide non-owned auto liability insurance providing third party liability coverage for any accident during the Department’s operation and use.
Obtain the Engineer’s approval of vehicles prior to their shipment to the site. Vehicles remain the property of the Contractor and shall be removed from the site following the completion of the work.

METHOD OF MEASUREMENT

131-4.1 Lump sum items will not be measured for payment. 

The quantity of per each items will be the number of vehicles provided and maintained for use for the duration of the project at the contract unit price. 

BASIS OF PAYMENT

131-5.1 Payment will be made as follows:

a. A percentage of the contract unit price, to be determined by the Engineer, will be paid as full compensation for furnishing the vehicles at the site.

b. The balance of the contract unit price will be prorated over the anticipated active construction period, with a portion included as part of each interim payment, for maintenance, fuel and repairs, and for removing vehicles from the site. If the anticipated construction period changes, the final increment will be held until final payment.

Payment will be made under:

Item G131.010.0000
Engineering Transportation (Truck) – per each

Item G131.020.0000
Engineering Transportation (ATV) – per each

Item G131.030.0000
Engineering Transportation (Snowmobile) – per each

Item G131.040.0000
Engineering Transportation (Boat) – per each
Item G131.050.0000
Engineering Transportation – per lump sum
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